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SECTION SF 30 BLOCK 14 CONTINUATION PAGE  

         

SUMMARY OF CHANGES   

 

 

SECTION 00010 - SOLICITATION CONTRACT FORM  

                The required response date/time has changed from 19-May-2015 10:00 AM to 02-Jun-2015 10:00 AM.  

 

 

 

        CLIN 0003  

                The CLIN extended description has changed from WORKERS COMPENSATION INSURANCE:  Before 

commencing performance under this contract, the contractor shall provide workers' compensation insurance or 

security as required by the Defense Base Act (DBA) and maintain it until performance is completed.  This cost will 

be excluded from price evaluation. This estimated amount will be adjusted throughout the contract period as 

necessary using projected and actual labor expenditures. The contractor shall be reimbursed for reasonable, 

allowable, and allocable DBA insurance costs upon submission of proof of payment of the insurance provider. 

Offerors shall include in their proposals a statement as to whether or not only local nationals or third country 

nationals hired outside the United States will be employed on the resultant contract. to CONTRACT MANPOWER 

REPORT:  “The Office of the Assistant Secretary of the Army (Manpower & Reserve Affairs) operates and 

maintains a secure Army data collection site where the contractor will report ALL contractorManpower (including 

subcontractor manpower) required for performance of this contract. The contractor is required to completely fill in 

all the information in the format using the followingWeb addresses “https://contractormanpower.army.pentagon.mil. 

The required information includes: (1) Contracting Office, Contracting Officer, Contracting Officer’s Technical 

Representative; (2) Contract number, including task and delivery order number; (3) Beginningand ending dates 

covered by reporting period; (4) Contractor name, address, phone number, e-mail address, identity of contractor 

employee entering data; (5) Estimated direct labor hours (including sub-contractor); (6) Estimated direct labor 

dollars paid this reporting period (including sub-contractor); (7) Total payments (including subcontractor); (8) 

Predominant Federal Service Code (FSC) reflecting services provided by contractor (and separate predominant FSC 

for each sub-contractor if different); (9) Organizational title associated with the Unit Identification Code (UIC) for 

the Army Requiring Activity (the Army Requiring Activity is responsible for providing the contractor with its UIC 

for the purposes of reporting this information); (10) Locations where contractor and sub-contractors perform the 

work (specified by zip code in the United States and nearest City, Country, when in an overseas location, using 

standardized nomenclature provided on website); (12) Presence of deployment or contingency contract language, 

and, (13) Number of contractor and sub-contractor employees deployed intheater this reporting period (by country). 

As part of its submission, the contractor will also provide the estimated total cost (if any) incurred to comply with 

this reporting requirement. Reporting period will be the period of performance not to exceed 12 months ending 

September 30 of each government fiscal year and must be reported by 31 October of each calendar year.”.  

 

 

SECTION 00800 - SPECIAL CONTRACT REQUIREMENTS  

 

 

 

The following have been added by full text:  

        ANSWERS 

W913FT-15-R-0005 
QUESTIONS CONSTRUCTION PROJECTS TUMACO 

1.  SOWs state in “progress meetings” that “The Project Engineer/Architect may be required to 

meet at least weekly with the KO and/or the COR during the first month of construction and 

then as required throughout the period of performance”. Please indicate how many of these 

meetings will be held in the project site (Tumaco) and how many in Bogota? 
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Answer to Question 1: Refer to 1.5.9 Post Award Conference/Periodic Progress Meetings, 1.5.2 
Quality Assurance (QA), and 4.7 Contractor Work Schedules sections.  Projects will be inspected 
as a minimum once a month by a US government QA inspector.  The amount of visit will depend 
on the contractor work schedule and critical phases of the projects for the duration of the 
projects.  The meetings will mainly be held at the projects site unless US government reps are 
unable to visit Tumaco.  KO and COR will notify contractor if that is the case. 

2. SOWs state in “key personnel” paragraph that the quality control representative is part of the 
key personnel and this individual “shall have at least five (5) years as a quality control inspector 
in the construction field”. Although SOWs don’t mention another requirement for QC 
representative, other paragraphs state that the Field Engineer/Architect “can also establish 
quality control construction processes”. Please indicate if Field Engineer/Architect and QC 
representative can be the same person. If not, please indicate if the QC representative is 
required to be on site and how often. 
 
Answer to Question 2a: Refer to 1.5.11 Key Personnel section.   Field Engineer/Architect and QC 
representative can be the same person as far he/she meets required experience. 
 
Answer to Question 2b: Refer to Answer Question 1.  QC representative is required to be at the 
site during QA inspections. 
 

3. Cuáles proyectos tendrán "liquidated damages" y cuál será el costo por día? 
 
Answer to Question 3: All posted in www.fbo.gov search: project number  

W913FT-15-R-0005 FENCING 
 

1. Government representative mentioned in the site visit that chain link fence shall be PVC Coated. 
ASTM standard specification for Polyvinyl Chloride (PVC)-Coated Steel Chain-Link Fence Fabric is 
ASTM F-668, which is not mentioned in the SOW. Please indicate if chain link fence shall comply 
with ASTM F-668. 
 
Answer to Question 1: Contractor shall use ASTM F-668 for PVC coated steel chain link fence 
fabric standard and Technical Exhibit 3 - Fence Specs.  Contractor shall keep the requested 
height and gauge. 
 

2. SOW states in 5.4.1 that Chain link fence fabric shall comply with ASTM A491, which is standard 
specification for Aluminum-Coated Steel Chain-Link Fence Fabric. This material is aluminized 
instead of zinc-coated. Please indicate if chain link fence shall comply with ASTM A491. 
 
Answer to Question 2: Contractor shall use ASTM F-668 for PVC coated steel chain link fence 
fabric standard and Technical Exhibit 3 - Fence Specs.  Contractor shall keep the requested 
height and gauge. 

 
3. SOW states in 5.4.1.1 that “The fabric shall be made as per ASTM A 116 Standard”. This is 

standard specification for metallic-coated steel woven wire fence fabric, which is not chain-link 
fence type but vertical wires wrapped or fixed around horizontal wires. Please indicate if fence 
fabric shall comply with ASTM A 116. 
 

http://www.fbo.gov/
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Answer to Question 3: Contractor shall use ASTM F-668 for PVC coated steel chain link fence 
fabric standard and Technical Exhibit 3 - Fence Specs.  Contractor shall keep the requested 
height and gauge. 
 

4. If none of the ASTM standards mentioned in questions 1 to 3 are required for fence fabric, 
please indicate which ASTM standard is required for compliance, if any. 
 
Answer to Question 4: Contractor shall use ASTM F-668 for PVC coated steel chain link fence 
fabric standard.  Contractor shall keep the requested height and gauge. 
 

5. SOW in 5.4.1 states that new fence shall “be embedded in the foundations that shall serve as 
the base between the pole areas”. Please indicate if this requirement shall apply also for sectors 
where existing fence shall be replaced. 

 
Answer to Question 5:  Section 5.4.1 is valid for the entire perimeter. 

  
6. Lines of vegetation (“limoncillo”) are currently established right next to many sectors of the 

existing fence. This would require extensive trimming of the lines of vegetation in order to 
properly install the new fence fabric. Please confirm that cost of trimming in fence sectors to be 
replaced shall be included in the proposal. 
 
Answer to Question 6: Contractor is responsible for trimming trees and other vegetation. 

 
7. Design shown different assembly accessories to the facade of the existing perimeter fence, for 

example the case of extension arms, we can design based on how already built on the site? 
 
Answer to Question 7:  For the existing fence, Contractor shall provide accessories to match 
existing accessories.  For the new fence, contractor shall use accessories to match existing fence 
to provide a seamless transition between the existing and new fences. 
 

8. SOW in 5.5.1 (existing fence repair) states “the Contractor shall remove and replace all existing 
extension support arms at the top of each post”. Please confirm that all the extension support 
arms shall be replaced. 
 
Answer to Question 8: Contractor shall only remove and replace damage and rusted extension 
support arms. 
 

9. SOW of “repair existing fence” (section 5.5) doesn’t mention the requirements for existing 
poles. Please elaborate about requirements for existing poles. 
 
Answer to Question 9: Contractor shall re-use existing poles and replace poles with 25 percent 
damage.  Contractor shall validate this percentage. 
 

10. Paragraph 5.4.6 estates that “The contractor shall maintain the excavation for the pole 
foundation and verify the area is kept free of loose materials and irregularities.  The terrain 
profile shall be properly leveled alongside the fence’s installation.”  Shall we understand that 
leveling properly the terrain alongside the fence’s installation means that in a width of 6 m we 
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must level the terrain in such a manner that fence follows the natural terrain profile, in general 
terms?.  We understand that the fences profile will not follow the irregularities of the natural 
terrain, but it will follow its main tendency (general slope).  Is this correct? 
 
Answer to Question 10: Yes.  Contractor shall level the terrain in such a manner that fence 
follows the natural terrain profile. 
 

11. Please, confirm that the 1900 m of fence maintenance established in the solicitation package 
must be changed for a totally new chain link fence (including posts), but base.   
 
Answer to Question 10: Yes.  Contractor shall provide and replace 1900 m of pvc chain link fence 
fabric.   Contractor shall re-use existing poles and replace poles with 25 percent damage.  
Contractor shall validate this percentage. 
 

12. Would you please extend the submission date in order to allow us to prepare a detailed 
proposal? 
 
Answer to Question 12:  Amendment with an extension will be posted in www.fbo.gov search: 
by project number. 
 

13. In the solicitation package, file TECH1 shows us an aerial view of the general lay out of the new 
1.000 mts. long fence (red) and the existing 1.900 mts. fence (blue) to be maintained. At the 
beach site, where the fence meets the Pacific Ocean, a different type of fence is showed (see 
photos on TECH1). 
 
Answer to Question 13:  The crossed 2x4 lumber fence extending to the ocean is not to be 
considered for this project. 
 

14. During the visit we saw that one end does not have any fence at all. Do we complete this “X” 
shaped fence that disappears into the water? If so, what are the proposed distances to go into 
the water? Is this “X” shaped fence included in the distances described in this solicitation? (New 
1.000 mts. and maintenance 1.900 mts.) 
 
Answer to Question 14.  Refer to Answer to Question 13:  The crossed 2x4 lumber fence 
extending to the ocean is not to be considered for this project. 
 

15. The drawings show a typical section of the proposed fence. We see that the cyclopean concrete 
beam is only drawn in on portion (of 3 mts.) Will this beam be continuous? Will there be a 3.000 
psi reinforced beam required at any point? Please clarify this point so that all offerors can quote 
the same items. 
 
Answer to Question 15.  Beam shall be provided in the new fence. 
 

16. The maintenance fence part has an existing beam. What are the minimum requirements for the 
fastening for the new mesh to the existing concrete beam? We were told that all existing 
metallic poles will remain and that the required maintenance has to be performed. Please 
confirm that none of these exiting posts will have to be replaced. 
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Answer to Question 16: Contractor shall re-use existing poles and replace poles with 25 percent 
damage.  Contractor shall validate this percentage. 

 
17. Within the new 1.000 mts. fence we saw several water passages. Please confirm the exact 

number of existing water passages. Also we would like to know if the requirements for these 
specific portions of the new fence include an underwater portion of fence since a person can 
perfectly swim under water and cross from one site to the other. 
 
Answer to Question 17: Approximately water crossing is estimated to be 5.  It is contractors’ 
responsibility to verify this information prior submitting his proposal.  Contractor shall provide 
anti-access grid at these water crossings. 

 
18. Item 5.4.3  Tension Wires, Do not specify the caliber. 

 
Answer to Question 18: Refer to Technical Exhibit 3 - Fence Specs. 
 

19. Item 5.4.6  Excavation and Terrain Level , The Contractor shall clean the land area on both sides 
of fence, 3 m each side.  What do you refer with this? It refers to the land of excavation or 
cutting the grass. This should be on one side and the other side or just the inner side? 
 
Answer to Question 20:  Yes contractor shall perform as requested in section 5.4.6.  3 meters 
inside and 3 meter outside.  It refers to clean up of vegetation. 

 
20.  Should we measure the caliber of the chain link mesh including PVC cover with this? 

 
Answer to Question 20: Refer to Answer to Question 1:  Contractor shall use ASTM F-668 for 
PVC coated steel chain link fence fabric standard and Technical Exhibit 3 - Fence Specs.  
Contractor shall keep the requested height and gauge.  The 9 gauge is excluding the PVC. 

 
21. The mesh should be in caliber 9, and additionally with PVC coating? 

 
Answer to Question 21: Refer to Answer to Question 20. 

 
22.  It should the 40-gauge galvanized pipe be with or without sewing?  

 
Answer to Question 22: Pipes shall be schedule 40.   
 

23.  The grounding line of the existing enclosure is required, if so, it would be with the same 
specifications of the new? 
 
Answer to Question 23: Grounding is not required for this project. 
 

24. Item 5.5 Existing Fence Repair; The Contractor Shall match Existing fence accessories and 
materials.  At the site visit, it was talked to us of replacing by the specifications of the new fence, 
Could you please confirm it? 
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Answer to Question 24: Contractor shall provide and replace 1900 m of pvc chain link fence 
fabric.   Contractor shall re-use existing poles and replace poles with 25 percent damage.  
Contractor shall validate this percentage. 
 

25. Item 5.5.1 The Contractor shall remove and replace all existing extension support arms at the 
top of each post. For sections where the extension support arms are missing, the Contractor 
shall provide new extension arms. Please confirm whether to replace all the arms or only those 
that are damaged. 
 
Answer to Question 25:  Contractor shall re-use existing extension arms and replace existing 
extension arms with 25 percent damage.  Contractor shall validate this percentage. 
 

26. Will MILGP post a form of the cost breakdown for the proposal or the bidder can propose with 
own format? 
 
Answer to Question 26: Contracting Office provided Cost breakdown template with the required 
minimum information.  Contractor is encouraged to modify this format as far he includes the 
items listed in the template.   
 

27. In accordance with the drawings cyclopean concrete is on grade line level, but the SOW mention 
to include 5 crossings for water, therefore the crossings would be in the fence fabric. Please 
clarify. 
 
Answer to Question 27: Approximately water crossing is estimated to be 5.  It is contractors’ 
responsibility to verify this information prior submitting his proposal.  Contractor shall provide 
anti-access grid at these water crossings. 

 
28. If length of the perimeter fence, existing or new, are longer, could be informed to MILGP 

contracting for a modification? 
 
Answer to Question 28: Quantities provided in this scope of work are approximated.  It is 
contractor responsibility to verify and validate the estimated quantities prior submitting 
proposal.  Contractor shall also refer to 52.236-27 Site Visit (a) The clauses at 52.236-2, Differing 
Site Conditions, and 52.236-3, Site Investigations and Conditions Affecting the Work. 

 
29. IAW specification 5.3 the height of the new fence fabric will be 2.44 meters, but section 1.1 

mentions the height of the new perimeter fence would be 2.2 meters. On the other hand, the 
drawing shows height of new fence fabric will be 2.13 meters. 
 
Answer to Question 28:  The total height of the fence shall be 2.44 meters to include fence 
fabric (2.14 m) and support angle arm (0.3 m).  

 
30. Please confirm the 2 access gates will be new perimeter fence. 

 
Answer to Question 30:  Approximately number of access gate is 2. Contractor shall also refer to 
52.236-27 Site Visit (a) The clauses at 52.236-2, Differing Site Conditions, and 52.236-3, Site 
Investigations and Conditions Affecting the Work. 
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31. Please determine if an additional time to submit proposals is possible. 

 
Answer to Question 31:  Amendment with an extension will be posted in www.fbo.gov search: 
by project number. 
 

32. In accordance with section 5.5, existing fence shall be 4.6 to 6 meters, but during site visit any 
existing fence seen has this height. Please clarify. 
 
Answer to Question 32:  Approximately existing fence height varies between 2 meters to 3 
meters. 

 
33. In accordance with section 5.5.1 for existing fence: “contractor shall replace the existing chain 

link fence to include fabric, diagonal bracing and tension wires, accessories, and post”… 
“contractor shall remove and replace all existing extension support arms at the top of each 
post”. In accordance with section 5.5.3 “The contractor shall provide and install 457 mm 
diameter of concertina wire. Approximately length of concertina is 1900 meters”. Then, in 
accordance with the visit, all fence fabric and barbed wire should be replaced, but we could 
know if the government could confirm to replace post, extension support arms and concertina 
wire. 
 
Answer to Question 33:  Contractor shall re-use existing poles, extension support arms and 
concertina wire.  Contractor estimated replacement for the support arms and poles is 25 
percent.  Contractor shall validate this percentage. 
 

34. In accordance with section 5.5.3 “concertina so spacing between spirals does not exceed 20 
mm”, please clarify or confirm. 
 
Answer to Question 34: Spacing between spiral loop to the next spiral loop shall not exceed 20 
mm. 

 
35.  In accordance with section 5.7.1 “if the project site has high sulfate content, Type V Portland 

cement shall be used. Considering the site, if possible, please confirm the use of Type V Portland 
cement. 
 
Answer to Question 35: It is contractor responsibility to verify this information.  This information 
is site specific and contractor shall validate this. 

 
36. Please confirm if existing fence does not require supply and installation of lightning system. 

 
Answer to Question 36: Grounding is not required for this project. 

 
37. Fence fabric must be embedded in cyclopean concrete or only with the tension wire? 

 
Answer to Question 37: Fence fabric shall be embedded in the concrete beam. 
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38. The level of the fence depends on the ground level or should be determined with a general top 
level of the fencing. 
 
Answer to Question 38: Refer to Answer to Question 10: Yes.  Contractor shall level the terrain 
in such a manner that fence follows the natural terrain profile.  

 
39. Fence fabric is 9 gauge. The vinyl is additional or included in the 9 gauge. 

 
Answer to Question 39: Refer to Answer to Question 1:  Contractor shall use ASTM F-668 for 
PVC coated steel chain link fence fabric standard and Technical Exhibit 3 - Fence Specs.  
Contractor shall keep the requested height and gauge.  The 9 gauge is excluding the PVC. 

 
40. The distance between tubular poles should be 2.4 meters (as existing) or could be different, but 

less than 3 meters, how is determined in the drawings.  
 
Answer to Question 40: For the existing fence, distance between poles shall be as existing.  For 
the new fence, distance between poles shall be ase indicated in 5.4.7 and Technical Exhibit 3 – 
Fence specs.  
 

41. In accordance with section 5.4.7 poles diameter should be 1 ½ inches; please confirm. 
 
Answer to Question 41: For the new fence, contractor shall provide post diameters as indicated 
in 5.4.7 and Technical Exhibit 3 - Fence Specs. 

 
 

  

 

(End of Summary of Changes)  

 


